
 
 

 

OceanMaster Hard Racing Antifouling 
 

Description 
 

Hard contact leaching heavy duty antifouling containing high percentage of copper and other 

toxic compounds offering protection from the greatest range of marine growth. Will 

withstand wiping and scrubbing down. Suitable for high speed crafts. 

 

For use on 
 

All types of crafts including high speed power boats and yachts where multi-season effective 

fouling protection is required. Recommended for use on primed GRP, steel, timber and ferro 

cement hull. 

 

Not suitable for use on aluminium crafts. 

 

Direction for use 
 

Product designed for application by spray, roller or brush. 

 

Care must be taken to apply sufficient material in order to achieve specified dry film 

thickness. 

 

Airless Spray   Line Pressure : 200 Kg sq.cm 

    Tip Size : 0.021 – 0.026 

    Fan Angle : 65 to 80 

 

Conventional Spray  Pot Pressure : 40 PSI 

 

Wet Film Thickness    : 160 microns 

 

Dry Film Thickness    : 100 microns 

 

Coverage     : 6 sq.m/L 

 

Thinner     : T100 

 

Recoat      : 4 hrs min, 7 days max 

 

Launch     : 8 hrs min, 7 days max 

 

Finish      : Red, Blue, Green and Black 

 
Health and Safety 
 

Wear full acid protective gear including gloves and goggles. Use with adequate ventilation and do not use near 

naked flames. 


